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Konstruktion Fasteners type MF -14/130 MF-14/160 PQZ-75 GAS PQZ-64

AGEPAN® THD Putz 050

40 mm 841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  
50 mm 841891 TJEP MF-14 klammer 100 mm, med lim, rustfri A2  
60 mm 841891 TJEP MF-14 klammer 100 mm, med lim, rustfri A2  
80 mm 841898 TJEP MF-14 klammer 130 mm, med lim, rustfri A2  
AGEPAN® THD N+F

40 mm 841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  
50 mm 841891 TJEP MF-14 klammer 100 mm, med lim, rustfri A2  
60 mm 841891 TJEP MF-14 klammer 100 mm, med lim, rustfri A2  
80 mm 841898 TJEP MF-14 klammer 130 mm, med lim, rustfri A2  
AGEPAN® UDP N+F 

22 mm 841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  
25 mm 841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  
32 mm 841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  
AGEPAN® DWD Black

16 mm 840265 TJEP PZ-16 klammer 64 mm, med lim, rustfri A4  
AGEPAN® DWD 600

16 mm
840265 TJEP PZ-16 klammer 64 mm, med lim, rustfri A4  
840264 TJEP PZ-16 klammer 64 mm, med lim, elgalvaniseret 12µ+  

AGEPAN® DWD Protect

16 mm
840265 TJEP PZ-16 klammer 64 mm, med lim, rustfri A4  
840264 TJEP PZ-16 klammer 64 mm, med lim, elgalvaniseret 12µ+  

AGEPAN® THD Install

40 mm
840675 TJEP PQ-15 klammer 75 mm, med lim, elgalvaniseret 12µ+ 
841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  

60 mm
840675 TJEP PQ-15 klammer 75 mm, med lim, elgalvaniseret 12µ+ 
841876 TJEP MF-14 klammer 75 mm, med lim, rustfri A2  

80 mm 841891 TJEP MF-14 klammer 100 mm, med lim, rustfri A2  

Wennerth Wood Trading ApS
Transformervej 10
2860 Søborg
Tlf. +45 44 94 00 45
www.wennerthwood.dk

AGEPAN® 
FASTENER GUIDE
VÆLG DEN RIGTIGE FASTENER OG PISTOL TIL OPGAVEN!
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KYOCERA UNIMERCO Fastening A/S
Drejervej 2 · DK-7451 Sunds
Tlf. 97 14 14 40 · Fax 97 14 14 86
tjep@kyocera-unimerco.com

https://www.tjep.dk/product/100687
https://www.tjep.dk/product/100689
https://www.tjep.dk/product/100265
https://www.tjep.dk/product/100697
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/841891
https://www.tjep.dk/fasteners/841891
https://www.tjep.dk/fasteners/841898
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/841891
https://www.tjep.dk/fasteners/841891
https://www.tjep.dk/fasteners/841898
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/840265
https://www.tjep.dk/fasteners/840265
https://www.tjep.dk/fasteners/840264
https://www.tjep.dk/fasteners/840265
https://www.tjep.dk/fasteners/840264
https://www.tjep.dk/fasteners/840675
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/840675
https://www.tjep.dk/fasteners/841876
https://www.tjep.dk/fasteners/841891

